3D Printed Patient-specific Surface Mould Applicators for Brachytherapy Treatment of Superficial Lesions

Ian Cumming¹, Chandra Joshi², Andras Lasso¹, Adam Rankin¹, Conrad Falkson², L. John Schreiner², Gabor Fichtinger¹

¹ Laboratory for Percutaneous Surgery, School of Computing, Queen's University, Kingston, Ontario, Canada
² CCSEO, Kingston General Hospital and Department of Oncology, Queen's University, Kingston, Ontario, Canada
**Purpose:** Evaluate the feasibility of constructing 3D-printed patient-specific surface mould applicators for HDR brachytherapy treatment of superficial lesions.

**Methods:** We propose using computer-aided design software to create 3D-printed surface mould applicators for brachytherapy. A mould generation module was developed in the open-source 3D Slicer (www.slicer.org) medical image analysis platform. The system extracts the skin surface from CT images, and generates smooth catheter paths over the region of interest based on user-defined start and end points at a specified stand-off distance from the skin surface. The catheter paths are radially extended to create catheter channels that are sufficiently wide to ensure smooth insertion of catheters for a safe source travel. An outer mould surface is generated to encompass the channels. The mould is also equipped with fiducial markers to ensure its reproducible placement.

A surface mould applicator with eight parallel catheter channels of 4mm diameters was fabricated for the nose region of a head phantom; flexible plastic catheters of 2mm diameter were threaded through these channels maintaining 10mm catheter separations and a 5mm stand-off distance from the skin surface. The apparatus yielded 3mm thickness of mould material between channels and the skin. The mould design was exported as a stereolithography file to a Dimension SST1200es 3D-printer and printed using ABS Plus plastic material.

**Results:** The applicator closely matched its design and was found to be sufficiently rigid without deformation during repeated application on the head phantom. Catheters were easily threaded into channels carved along catheter paths. Further tests are required to evaluate feasibility of channel diameters smaller than 4mm.

**Conclusions:** Construction of 3D-printed mould applicators show promise for use in patient-specific brachytherapy of superficial lesions. Further evaluation of 3D printing techniques and materials is required for constructing sufficiently thin, rigid and durable surface moulds suitable for clinical deployment.
Innovation/Impact: There is a potential to employ three dimensional (3D) printing methods to construct patient specific custom accessories in radiation therapy. In this work we evaluate the feasibility of constructing patient specific surface mould applicators for brachytherapy treatment of superficial lesions. A new mould generation module was developed in the open-source 3D Slicer (www.slicer.org) medical image analysis platform. (Figure 1) This module is coded in Python and uses CT image data to design patient specific surface mould applicators. A surface mould applicator with eight parallel catheter channels (Figure 2) of 4mm diameters was fabricated for the nose area of an in-house wax head phantom (Figure 3); flexible plastic catheters of 2mm diameter were threaded through these channels maintaining 10mm catheter separations and a 5mm stand-off distance from the skin surface. The approach produced a 3mm thickness of mould material between the skin and channel peripheries. The mould design was exported as a stereolithography file to a Dimension SST1200es 3D-printer and printed using ABS Plus plastic material (Figure 4).

Key Results: The head phantom specific surface mould applicator closely matched its design and fitted well onto the region of interest. The applicator was sufficiently rigid and did not deform during repeated use. The 4mm tube diameter catheter channels showed scope for displacement of 2mm diameter flexible plastic catheters passing through them. Further tests are needed to check the feasibility of creating catheter channels of smaller diameter, e.g. 3mm. This work demonstrates promise for use of 3D-printed custom surface mould applicators for use in patient specific brachytherapy of superficial lesions. Further evaluation of 3D printing techniques and materials is required for constructing sufficiently thin, rigid and durable surface moulds suitable for clinical deployment.

Figure 1: Algorithm workflow (from left to right): skin surface generation, path generation and smoothing, catheter channel generation

Figure 2: Schematic representation of the cross section of a surface mould with 3mm mould thickness, 2mm catheter diameter and 4mm channel diameter

Figure 3: In-house wax phantom used for designing and constructing of the 3D printed surface mould

Figure 4: The 3D printed from ABS Plus plastic material surface mould applicator of the nose region of the inhouse wax head phantom
Title: 3D Printed Patient-specific Surface Mould Applicators for Brachytherapy Treatment of Superficial Lesions

Category: Scientific: Therapy Physics: Brachytherapy: HDR Techniques

Request Presenting Mode: Poster

Authors: Ian Cumming - Author
Chandra Prakash Joshi - Presenting Author
Andras Lasso - Author
Mr Adam Rankin - Author
Dr Conrad Falkson - Author
Dr L. John Schreiner - Author
Gabor Fichtinger - Senior Author

Program By-Line (Authors/Institutions):
I Cumming1, C Joshi2*, A Lasso1, A Rankin1, C Falkson2, L John Schreiner2, G Fichtinger1, (1) Laboratory for Percutaneous Surgery, School of Computing, Queen’s University, Kingston, Ontario, Canada (2) CCSEO, Kingston General Hospital and Department of Oncology, Queen's University, Kingston, Ontario, Canada

Calendar of Events By-Line:
I Cumming, C Joshi*, A Lasso, A Rankin, C Falkson, L Schreiner, G Fichtinger

Research Supported by National Institution of Health: NO

Funding Support, Disclosures, and Conflict of Interest:
Funding Support: Please acknowledge all sources of funding. Has any company or organization whose products/services are the subject matter of your presentation provided you with any financial support for your research? NO

Disclosures and Conflict of Interest: To avoid the appearance of any conflict of interest, Presenters of scientific presentations must disclose the names of any companies or organizations who have provided the Presenter with any financial support for the research being presented and whose products and/or services are the subject matter of the presentation. You will be asked to enter this information into the field entitled "Funding Sources, Disclosures, and Conflicts of Interest." This policy is not intended to discourage such support, or restrict the dissemination of the research as it is recognized that much scientific research is supported by organizations that have a commercial interest in the results of the research. The intent of this policy is to permit the members of the audience to form their own judgments about the research with the full disclosure of the facts. Nothing to Disclose

Corresponding Author Contact Information: Chandra Prakash Joshi
25 KING STREET WEST
KINGSTON, Ontario K7L 5P9
Phone: 613-544-2631
Fax: 613-546-8208
Email: chandra.joshi@krcc.on.ca

You have finished the preliminary registration and all of your required documentation has been successfully uploaded and processed.
If you would like to make any modifications, please click on the following button.

Upload/Modify/View your Documents

** You may withdraw your submission at any time by clicking on the 'Withdraw Submission' link below. **

Withdraw Submission

Author Home

Comments/Questions?
E-Mail amosadmin@aapm.org
American Association of Physicists in Medicine

2014 AAPM Annual Meeting
PROFFERED INSTRUCTIONS
System Time: 03/03/2014 15:03:58 PM
AMOS 2014 AAPM Annual Meeting (Abstract Home)
Abstract# 24271
Click on the HEADINGS below to edit your information.